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Transcube cab  976 - 2,751 Litres

110% BUNDED
Built-in, weather proof 
secondary containment 
eliminates the need for 
drip trays.

CORNER BRACKETS
Liftable by crane and easily 
stackable: 2 high full and 
3 high empty (can only be 
lifted when not on trailer). 

FOUR WAY FORKLIFT 
POCKETS
Quick and easy 
manoeuvring and mobility 
(can only be forklifted 
when not on trailer). 

INTERNAL BAFFLES
Designed to maximise 
stability when handling 
the tank full of fuel.

FEATURES

The TransCube Cab is a range of fully bunded fuel tanks designed for transportability and 
ease of use. Mounted on a type approved highway trailer, fitted with European specified 
lighting and under-gear. This range of fuel storage tanks are well suited as a mobile 
bowser, travelling around construction sites refuelling all applicable machinery and 
equipment. 

REMOVABLE INNER TANK 
For routine cleaning, 
maintenance and inspection.  

MOBILITY 
Designed around mobility, the 
TransCube Cab enables easily 
refuelling around any site. 

LOCKABLE EQUIPMENT CABINET 
Equipment and ports are secure and spills are 
contained. Secure hose access enables fuelling 
while  cabinet is locked. 
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Ideal uses and applications

Models and capabilities

HIGHWAY FUEL TRANSPORT  
The TransCube Cab is mounted on a type approved 
highway trailer fitted with European specified lighting 
and under-gear. This towabale unit offers fuel transport 
convenience, allowing you to travel at ease between work 
sites and depots. 

FAST MOBILE REFUELLING 
The TransCube Cab is a safe and reliable fuel storage 
solution for any location that requires quick refuelling of 
any type of construction or auxiliary equipment. 

ROAD WORK REQUIREMENTS 
Due to its highway approved design, this range is 
ideal for road work and work sites that require fuel 
transportation across highways. TransCube Cab 
tanks can be towed and quickly moved to machinery, 
vehicles, generators and any other equipment. 

SPECIFICATIONS 10TCGCAB 20TCGCAB 27TCGCAB

Capacity 
(Nominal / safe fill (95%)

976/ 927 Litres 1,830/ 1,739 Litres 2,751/ 2,613 Litres 

Dimensions 
(L x W x H)

1,549 x 1,166 x 1,328 mm 2,318 x 1,196 x 1,328 mm 2,318 x 1,761 x 1,324 mm 

Weight 
(empty / full)

645/ 1,572 KG 791/ 2,530 KG 1,100/ 3,713 KG 

Design Approvals UL142, CAN/ ULC-S601, UN-IBC 


